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Image Sensor

1/3" Progressive Scan CMOS

Min. lllumination

Color: 0.01 Lux @(F1.2, AGC ON), 0.018 Lux @ (F1.6, AGC ON)

Shutter Speed 1/3 s to 1/100, 000 s, support slow shutter
Slow Shutter Yes

Auto-Iris No

Day & Night IR cut filter

Digital Noise Reduction 3D DNR

WDR 120dB

Angle Adjustment Pan: 0° to 360°, tilt: 0° to 90°, rotation: 0° to 360°
Focal Length 2.8to 12 mm
Aperture F1.6
-I: Manual
Focus 1Z: Auto
Horizontal field of view: 98° to 28°
FOV Vertical field of view: 51° to 16°
Diagonal field of view: 115° to 32°
Lens Mount D14

IR Range Upto30m
Wavelength 850 nm
Compressinstonderd
Video Comprassn S e, 20 SeATMIPES
H.264 Type Baseline Profile/Main Profile/High Profile
H.264+ Main stream supports
H.265 Type Main Profile
H.265+ Main stream supports
Video Bit Rate 32 Kbps to 8 Mbps

Region of Interest 1 fixed region for main stream and sub-stream

Max. Resolution

2560 x 1440

Max. Frame Rate

Main Stream 50Hz: 20fps (2560 = 1440), 25fps (2304 x 1296, 1920 = 1080, 1280 = 720)
Max. Frame Rate 60Hz: 20fps (2560 x 1440), 30fps (2304 x 1296, 1920 x 1080, 1280 x 720)
Sub-stream 50Hz: 25fps (640 x 480, 640 x 360, 320 x 240)

60Hz: 30fps (640 x 480, 640 x 360, 320 x 240)

Image Enhancement

BLC, 3D DNR

Image Settings

Saturation, brightness, contrast, sharpness, AGC, white balance adjustable by client software or
web browser

Day/Night Switch

Auto, scheduled

Network Storage Support Micro SD/SDHC/SDXC card (128G ), local storage and NAS (NFS,SMB/CIFS), ANR
Alarm Trigger ::I;:I‘on detection, video tampering alarm, network disconnected, IP address conflicted, illegal
Protacols TCP/IP, ICMP, HTTP, HTTPS, FTP, DHCP, DNS, DDNS, RTP, RTSP, RTCP, NTP, UPnP™, SMTP, IGMFP,




Camera

Image Sensor
Max. Resolution
Min. lllumination
Shutter Speed
Day & Night
Angle Adjustment
Lens

Lens Type

Focal Length & FOV

Lens Mount
Iris Type
Aperture
llluminator

Sunnlement |ight Tunea

Video

Main Stream

Sub-Stream

Video Compression

Video Bit Rate

H.264 Type

H.265 Type

Region of Interest (ROI)
Network

Protocols

Simultaneous Live View
API

User/Host

Client

Web Browser
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1/2.7" Progressive Scan CMOS

2560 %1920

Color: 0.01 Lux @ (F2.0, AGC ON), B/W: 0 Lux with IR
1/3st0 1/100,000 s

IR cut filter

Pan: 0° to 3557, tilt: 0° to 75°

Fixed focal lens, 2.8 and 4 mm optional

2.8 mm, horizontal FOV 98.0°, vertical FOV 71.7°, diagonal FOV 127.0°
4 mm, horizontal FOV 75.3°, vertical FOV 55.5°, diagonal FOV 98.2°
M12

Fixed

F2.0

50 Hz: 20 fps (2560 x 1920)

25 fps (2560 = 1440, 1920 = 1080, 1280 = 720)
60 Hz: 20 fps (2560 x 1920)

30 fps (2560 = 1440, 1920 = 1080, 1280 = 720)
50 Hz: 25 fps (1280 = 720, 640 x 480, 640 x 360)
60 Hz: 30 fps (1280 = 720, 640 x 480, 640 x 360)
Main stream: H.265+/H.265/H.264+/H.264
Sub-stream: H.265/H.264/MIPEG
32 Kbps to 16 Mbps
Baseline Profile/Main Profile/High Profile
Main profile

1 fixed region for main stream

TCP/IP, ICMP, HTTP, HTTPS, FTP, DHCP, DNS, DDNS, RTP, RTSP, RTCP, NTP, UPnP™,
SMTP, IGMP, 802.1X, QoS, IPv6, Bonjour, IPv4, UDP, SSL/TLS

Up to 6 channels

Open Network Video Interface, ISAPI

Up to 32 users. 3 levels: administrator, operator and user

3 user levels: administrator, operator, and user

iVMS-4200, Hik-Connect

Plug-in required live view: |E 10+

Plug-in free live view: Chrome 57.0+, Firefox 52.0+

Local service: Chrome 57.0+, Firefox 52.0+



Image
Image Settings

Day/Night Switch

Wide Dynamic Range (WDR)

Image Enhancement
Interface

Ethernet Interface
Event

Basic Event

Linkage

General

Power

Dimension

Package Dimension
Weight

With Package Weight
Storage Conditions
Startup and Operating
Conditions

Language
General Function

Approval

EMC

Safety

Environment

Protection
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Saturation, brightness, contrast, sharpness, AGC, white balance adjustable by client
software or web browser

Auto, Schedule, Day, Night

120 dB

BLC, 3D DNR

1 RJ45 10 M/100 M self-adaptive Ethernet port

Motion detection, video tampering, exception
Upload to FTP, notify surveillance center, send email

12 VDC * 25%, 0.4 A, max. 5 W, @#5.5 mm coaxial power plug

PoE: 802.3af, Class 3,36 Vto 57V, 0.2 Ato 0.15 A, max. 6.5 W

@110.8 mm x 84.7 mm (4.4" x 3.3")

134 mm x 134 mm x 108 mm (5.3" x5.3" x 4.3")

Approx.520g (1.1 1b.)

Approx. 720g (1.6 1b.)

-30 °C to 60 °C (-22 °F to 140 °F). Humidity 95% or less (non-condensing)

-30 °Cto 60 °C (-22 °F to 140 °F). Humidity 95% or less (non-condensing)

English, Ukrainian
Anti-flicker, heartbeat, mirror, password protection, privacy mask, watermark, IP
address filter

FCCSDoC: 47 CFR Part 15, Subpart B;
CE-EMC: EN 55032: 2015, EN 61000-3-2:2019, EN 61000-3-3:2013+A1:2019, EN
50130-4: 2011+A1: 2014;

RCM: AS/NZS CISPR 32: 2015;

ICVoC: ICES-003: Issue 7;

KC: KN 32: 2015, KN 35: 2015

UL: UL 62368-1;

CB: IEC 62368-1:2014+A11;

CE-LVD: EN 62368-1:2014/A11:2017;

BIS: IS 13252(Part 1):2010/ IEC 60950-1: 2005
CE-RoHS: 2011/65/EU;

WEEE: 2012/19/EU;

Reach: Regulation (EC) No 1907/2006

IP67: IEC 60529-2013, IK10: IEC 62262:2002
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Camera
Image Sensor 1/3" Progressive Scan CMOS
Min. Hlumination Color: 0.003 Lux @ (F1.4, AGC ON), B/fW: O Lux with IR
Day & Night IR cut filter
Shutter Speed 1/3 s to 1/100,000 s
Angle Adjustment Pan: 0% to 355°, tilt: 0° to 90°, rotate: 0° to 360°
Slow Shutter Yes
P/N P/N
Wide Dynamic Range 120 dB
Power-off Memory Yes
Lens

2.8 to 12 mm, horizontal FOV 108° to 30°, vertical FOV 56° to 17°, diagonal FOV 131° to
Focal Length & FOV

35°
Lens Type Varifocal lens, motor-driven lens, 2.8 to 12 mm
Aperture Fl1.4
Lens Mount @14
Iris Type Fixed
DORI
2.8to 12 mm:
DORI Wide: D: 64.0 m, 0: 25.4 m, R: 12.8 m, l: 6.4 m
Tele: D: 190 m, 0: 75.4 m, R: 38.0 m, I: 19.0 m
Hluminator
IR Range Up to 60 m
IR Wavelength Yes
Smart Supplement Light Yes
Supplement Light Type IR
Video
Max. Resolution 2688 x 1520

50 Hz: 25 fps (2688 x 1520, 1920 % 1080, 1280 x 720)
60 Hz: 30 fps (2688 x 1520, 1920 x 1080, 1280 x 720)
50 Hz: 25 fps (640 x 480, 640 x 360)

Main Stream

Sub-Stream

60 Hz: 30 fps (640 » 480, 640 » 360)

50 Hz: 10 fps (1920 = 1080, 1280 = 720, 640 = 480, 640 = 360)
Third Stream 60 Hz: 10 fps (1920 x 1080, 1280 x 720, 640 x 480, 640 x 360)

*Third stream is supported under certain settings.
Main stream: H.265/H.264/H.265+/H.264+
Sub-stream: H.265/H.264/MJPEG

Third stream: H.265/H.264

*Third stream is supported under certain settings.

Video Compression

Video Bit Rate 32 Kbps to 8 Mbps

H.264 Type Baseline Profile/Main Profile/High Profile
H.265 Type Main Profile

H.264+ Main Stream supports

H.265+ Main stream supports
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Bit Rate Control

Scalable Video Coding (SVC)

Region of Interest (ROI)
Audio

Environment Noise Filtering

Audio Sampling Rate

Audio Compression
Audio Bit Rate

Network
Simultaneous Live View
API

Protocols

User/Host

Security

Network Storage

Client

Web Browser

Image

SNR

Day/Night Switch
Image Enhancement

Image Parameters Switch
Image Settings

Interface
Alarm

Audio

On-Board Storage
Hardware Reset

Ethernet Interface

CBR/VBR
H.264 and H.265 encoding

1 fixed region for main stream and sub-stream

Yes

8 kHz/16 kHz/32 kHz/44.1 kHz/48 kHz
G.711ulaw/G.711alaw/G.722.1/G.726/MP2L2/PCM/MP3/AAC

64 Kbps (G.711ulaw/G.711alaw)/16 Kbps (G.722.1)/16 Kbps (G.726)/32 to 192 Kbps
(MP2L2)/8 to 320 Kbps (MP3)/16 to 64 Kbps (AAC)

Up to 6 channels

Open Network Video Interface (PROFILE S, PROFILE G, PROFILE T}, ISAPI, SDK

TCP/IP, ICMP, HTTP, HTTPS, FTP, DHCP, DNS, DDNS, RTP, RTSP, NTP, UPnP, SMTP,
IGMP, 802.1X, QoS, IPv4, IPv6, UDP, Bonjour, SSL/TLS, PPPOE, SNMP, ARP, WebSocket,
WebSockets

Up to 32 users. 3 user levels: administrator, operator and user

Password protection, complicated password, HTTPS encryption, |P address filter,
Security Audit Log, basic and digest authentication for HTTP/HTTPS, TLS 1.1/1.2, WSSE
and digest authentication for Open Network Video Interface

MicroSD/SDHC/SDXC card (256 GB) local storage, and NAS (NFS, SMB/CIFS), auto
network replenishment [ANR)

Together with high-end Hikvision memory card, memory card encryption and health
detection are supported

iVMS-4200, Hik-Connect, Hik-Central

Plug-in required live view: |E 10+

Plug-in free live view: Chrome 57.0+, Firefox 52.0+

Local service: Chrome 57.0+, Firefox 52.0+

=52dB

Day, Night, Auto, Schedule

BLC, HLC, 3D DNR

Yes

Rotate mode, saturation, brightness, contrast, sharpness, gain, white balance

adjustable by client software or web browser

1 input, 1 output (max. 24 VDC/24 VAC, 1 A)

1 input (line in}, 3.5 mm connector, max. input amplitude: 3.3 Vpp, input impedance:
4.7 KQ, interface type: non-equilibrium;

1 output (line out), 3.5 mm connector, max. output amplitude: 3.3 Vpp, output
impedance: 100 Q, interface type: non-equilibrium

Built-in micro SD slot, up to 256 GB

Yes

1 RJ45 10 M/100 M self-adaptive Ethernet port
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Event
Basic Event

Smart Event
Deep Learning Function

Face Capture
Perimeter Protection

General
Storage Conditions
Startup and Operating

Conditions

Power Supply

Power Consumption and Current

Power Interface
Camera Material
Camera Dimension
Package Dimension
Camera Weight

With Package Weight

Linkage Method

Web Client Language

General Function

Software Reset

Firmware Version

Approval

EMC

Safety

Environment

Protection

Maotion detection (human and vehicle targets classification), video tampering alarm,
exception

Scene change detection

Yes
Line crossing detection, intrusion detection, region entrance detection, region exiting

detection

-30 °Cto 60 °C (-22 °F to 140 °F). Humidity 95% or less (non-condensing)
-30 °C to 60 °C (-22 °F to 140 °F). Humidity 95% or less (non-condensing)

12 VDC £ 25%, reverse polarity protection

PoOE: 802.3at, Class 4

12 vDC, L.O8 A, max. 13 W

PoE (802.3at, 42,5V to 57 V), 0.36 A t0 0.27 A, max. 15 W

Two-core terminal plug

ADC12

@144.1 mm x 345.7 mm (@5.7" x 13.6")

385 mm x 190 mm x 180 mm (15.2" x 7.5" x 7.1")

Approx. 1445 g (3.2 Ib.)

Approx. 2571 g (5.7 Ib.)

Upload to NAS/memory card/FTP, notify surveillance center, trigger recording, trigger
capture, send email, audible warning

33 languages

English, Russian, Estonian, Bulgarian, Hungarian, Greek, German, Italian, Czech, Slovak,
French, Polish, Dutch, Portuguese, Spanish, Romanian, Danish, Swedish, Norwegian,
Finnish, Croatian, Slovenian, Serbian, Turkish, Korean, Traditional Chinese, Thai,
Vietnamese, Japanese, Latvian, Lithuanian, Portuguese (Brazil), Ukrainian
Anti-flicker, heartbeat, mirror, privacy mask, flash log, password reset via email, pixel
counter

Yes

V5.5.112

FCC (47 CFR Part 15, Subpart B); CE-EMC (EN 55032: 2015, EN 61000-3-2: 2014, EN
61000-3-3: 2013, EN 50130-4: 2011 +A1: 2014); RCM (AS/NZS CISPR 32: 2015); KC (KN
32: 2015, KN 35: 2015)

UL (UL 60950-1);

CB (IEC 60950-1: 2005 + Am 1: 2009 + Am 2: 2013);

CE-LVD (EN 60950-1: 2005 + Am 1: 2009 + Am 2: 2013);

LOA (IEC/EN 60950-1)

CE-RoHS (2011/65/EU); WEEE (2012/19/EU); Reach (Regulation (EC) No 1907/2006)
IP66 (IEC 60529-2013), IK10 (IEC 62262:2002)
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Model DS-1260Z)
Junction Box for
Paramete Bullet Camera
Appearance Hikvision White
Material Aluminum Alloy
Dimension ® 88.5 mm
Weight 251g
5 9wo
Model | ps.1280z)-DM8
Parameters Junction Box for Dome Camera
Appearance Hikvision White
Material Aluminum Alloy
Dimension ©126.7 mm x 35 mm (4.99" x 1.38")

Weight

Approx.: 210 g (0.46 |b.)
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Model
Video and Audio

IP video input

Incoming bandwidth
Outgoing bandwidth
Incoming bandwidth
(RAID mode)
Outgoing bandwidth
(RAID mode)

HDMI 1 output

HDMI 2 output
VGA 1 output
VGA 2 output

Video output mode

CVBS output (optional)
Video corridor mode
Audio input

Audio output

Two-way audio input

Decoding
Decoding format

Recording resolution

Synchronous playback

Capability

Dual stream recording
Stream type

Audio compression

:6 9o

DS-8616NI-18 DS-8632NI-18 DS-8664NI-18
16-ch 32-ch 64-ch

Up to 12 MP resolution

32 MP/24 MP/12 MP/8 MP/6 MP/S MP/4 MP/3 MP/1080p/UXGA/720p/VGA
J4CIF/DCIF/ 2CIF/CIF/QCIF

*:32 MP and 24 MP is only available for channel 1 when ultra HD resolution
mode is enabled. For D5-8632NI-18, when ultra HD resolution mode is enabled,
it will reduce the IP video input to 24-ch.

320 Mbps

320 Mbps

200 Mbps
200 Mbps

4K (3840 x 2160)/60Hz, 4K (3840 % 2160)/30Hz, 1920 x 1080/60Hz, 1600 x
1200/60Hz, 1280 x 1024/60Hz, 1280 x 720/60Hz, 1024 x 768/60Hz

1920 x 1080p/60Hz, 1280 x 1024/60Hz, 1280 x 720/60Hz, 1024 x 768/60Hz
1920 x 1080p/60Hz, 1280 x 1024/60Hz, 1280 x 720/60Hz, 1024 x 768/60Hz
1920 x 1080p/60Hz, 1280 x 1024/60Hz, 1280 x 720/60Hz, 1024 x 768/60Hz
HDMI 1 and VGA 1 provide simultaneous video output, and work as the main
output;

HDMI 2 and VGA 2 provide simultaneous video output, and work as the auxiliary
output

1-ch, BNC (1.0 Vp-p, 75 Q), resolution: PAL: 704 x 576, NTSC: 704 x 480
Support

1-ch, RCA (2.0 Vp-p, 1 KQ)

2-ch, RCA (Linear, 1 KQ)

1-ch, RCA (2.0 Vp-p, 1 K, using the audio input)

H.265+/H.265/H.264+/H.264/MPEG4

32 MP/24 MP/12 MP/8 MP/6 MP/5 MP/4 MP/3
MP/1080p/UXGA/720p/VGA/ACIF/DCIF/2CIF/CIF/QCIF

32 MP/24 MP/12 MP/8 MP/6 MP/5 MP/4 MP/3 MP/1080p/UXGA/720p/VGA
J4CIF/DCIF/ 2CIF/CIF/QCIF

*:32 MP and 24 MP is only available for channel 1 when ultra HD resolution
mode is enabled. For DS-8632NI-18, when ultra HD resolution mode is enabled, it
will reduce the IP video input to 24-ch.

16-ch

1-ch@32 MP (30 fps)/2-ch@12 MP (20 fps)/4-ch@8 MP (25 fps)/8-ch@4 MP (30
fps)/16-ch@1080p (30 fps)

Support

Video, Video & Audio

G.711ulaw/G.711alaw/G.722/G.726
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Remote connections

128

Network protocol

TCP/IP, DHCP, IPv4, IPv6, DNS, DDNS, NTP, RTSP, SADP, SMTP, SNMP, NFS, iSCSI,
ISUP, UPnP™, HTTP, HTTPS

Network interface

2, RJ-45 10/100/1000 Mbps self-adaptive Ethernet interface

RAIDO, RAID1, RAIDS, RAID6, and RAID10 (at least 4 TB for each HDD)

Video content analysis

Face detection, Intrusion detection, Cross line detection, Audio detection, Defocus

detection, Scene change detection, Auto tracking

VCA search

Face search, Behavior search

HDD)

Serial Interface R5-232; RS-485; Keyboard
SATA 8 SATA interfaces
eSATA 1 eSATA interface
Capacity Up to 10 TB capacity for each disk
Alarm infout 16/4
USB interface Front panel: 2 x USB 2.0; Rear panel: 1 x USB 3.0
Genenl
Power supply 100 to 240 VAC, 50 to 60 Hz
Consumption (without
<30wW

FCC

Working temperature -10°Cto 55°C(14 °F to 131 °F)
Working humidity 10% to 90%

Dimension (W x D x H) 445 x 470 x 94 mm (17.5"x 18.5" x 3.7")
Weight (without HDD) <8kg(17.61b)

Part 15 Subpart B, ANSI C63.4-2014

CE

EN 55032:2015, EN 61000-3-2, EN 61000-3-3, EN 50130-4
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Model Number? WDB4PURZ
Formatted capacity® ATB
Formfacter 35inch
. Advanced Format(af) Yes
Recording Technology CMR
© RoHS compliant® ves
Product Features
Cameras supported!® Up to &4 HD
 Drive Bays Supported 6
Al Streams 16
© Firmware Feature Name AllFrame
. Tamish resistant components ves
Performance
Interface transfer rate (max)®
Buffer to host & Ghb/s
Host to/from drive (sustained) 194 MB/s
Cache (MB)* 128
Reliability/Data Integrity
Load/unload cycles® 300,000
Annualized workload rating” 180TB/yr
Non-recoverable read errors per bits read Ain 1084
MTRE 1,000,000
Limited warranty (years)? 3
Power Management®
Average power reguirements (W)
Read/Write 6.2
Idle 5.5
Standby and Sleep 0.4
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Environmental Specifications™

Temperature (°C, on the base casting)

Operating" 0 to &5
Mon-operating -40 to 70
Shock (Gs)
Operating (2 ms, read/write) 30
Operating (2 ms, read) &5
Mon-operating (2 ms) 250
Acoustics (dBA)®
Idle 25
Seek (average) 20
Physical Dimensions
Height (in./mm, max) 1.028/26.1
Length (in_/mm, max) 578747
Width (in./mm, £ .01in.) 4/101.6
Weight (Ib/kg, £ 10%) 1.58/0.72
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_CA-GG | 672 I 624 | 635 l 650 6 Zone Commercial Amplifier 'WINJTR DTN 6 122N

Technical specification:
* Maximum Power Output:
60W | 120W | 240W | 350W | 500W
* Output: 4-16Q Balance output 70-100V rated output voltage
* Inputs: MIC 1, 2, 3,4 2.5mV/600Q2 (-10dB imbalance),
Line1,2: 250mV/10K (0dB), EMC: 250mV/10K(0dB) High priority
* Backup Power Input: 24VDC
* Frequency Response: 80Hz-16KHz (+3dB)
i : - : o * THD: 0.1% at 1KHz, 1/3 related power
j‘°°°°°°' JHERORN e - g =] - Signal To Noise Ratio: MIC 1, 2, 3: > 66dB, Aux 1, 2: >70dB
- - o . . .
o« 't o SEEe e v o < LA . 0,000 . Vo.lur.ne.‘ Bass: 11.0d$ at 100Hz; B Treble: £10dB at 10KHz
' . 0000 * Clipping: Short-Circuit and Overload Protection
— * Power: AC-220V}-240V/50Hz
Dimension (cm): 41.8 x31.8 x8.8

R D o R e T S ol

* Class AB Amplifier * Paging MIC Input *70-100V | 4-16Q * UsB

* Zone Selector * 1 EMC RCA Input * 6.3 PLMIC Input * FM Radio

* All Zone ON/OFF Button » 1 EMC Trigger * 3 XLR MIC/LINE Input * 2 RCA Input

* Zone Independent VOL Control * 1 RCA Output * MIC Phanton Power * Bass & Treble Control

* 24V DC Backup » Clip Protecttion * Bluetooth * Master Volume Control

10 9wo

CA-M|C‘6 6 Zone Remote Paging Microphone 'WIN{TN DNIIN 6 |1I917'N
Technical specification:
+ Power Consumption: 3W *THD: < 1% @ RMS, 1KHz
« Zone Capacity: 6 Zone + S/N Ratio: » 70dB
« System Capacity: 6 Remote Microphones *» Operating Temp: -20°C to +70°C
+ Aux Input: 350mV, 10kQ + Power Supply: Direct from the amplifier, DC24V, £20%
+ Mic Input: 5mV, 600Q + Humidity: < 95% no Condensation
« Frequency Response: 80Hz~15kHz * Dimension (cm): 17.2 (W) x 15 (D) x 50 (H)
T e e LR S L R R S S e Ut LR S e
+ 6 Zone remote microphone for paging system + Remote microphone is directly powerd by the

+ Economy paging station with 6 zone mixer amplifier  amplifier
+ Each amplifier capacity of unit remote microphones  + With two RJ45 ports for amplifier and for next
+ Multiple remote microphones cascaded togetherforuse  remote microphone

+ With 6 zones & one all zones selection buttons + With microphone volume control & Aux input

* With 6 zones selection indicators * With microphone priority dipswitch to set master
+ With power, send & busy indicators & slave units

+ With call button to enable the announcementafter  « Straight CAT6 cable for communication up to 300
zone selection meters

+ with chime for reminding before announcement
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Technical data IHWR117T
Load rating at 100V_ AL
Transformer tappings 10-5-2.5 W {100V)
Frequency range 130-15KHz
SPL{@1W/m) 19248 |
Speaker @ and Impedance | 6 172"/ 8 ohms
Dimension HxWxD(mm}  340x240%89mm
Material, Colour ABS , white _

12 9Qwo

Specification:

Rated Power: S0W.

Impedance: 8 ohm.

Transfoemer tappings at 100V: 50/25/12.5/9/4.5/3.5.
Sensitivity: 101dB (1W/1m).

Frequency range: 120Hz - 16kHz.

Power selection: Terminal Block.

Ingress protectad: IPGE.

Horn materials: ABS.

LF driver: 6.5 inch cone speaker.

HF driver: 1 inch dome tweeter.

Mounting bracket materials: U type steel bracket.
Dimension: 370x270x305mm.
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